
±0,00

+3,70

07

Φ=689 W

22INT/600

[720 mm]
20 °C

1,50  

06

Φ=2289 W

33INT/600

[1400 mm]
20 °C

6,50  

06

Φ=2298 W

33INT/600

[1400 mm]
20 °C

6,50  

06

Φ=2308 W

33INT/600

[1400 mm]
20 °C

6,50  

06

Φ=2317 W

33INT/600

[1400 mm]
20 °C

6,50  

05

Φ=615 W

22INT/600

[600 mm]
20 °C

1,50  

04

Φ=851 W

22INT/600

[800 mm]
20 °C

2,50  

04

Φ=860 W

22INT/600

[800 mm]
20 °C

2,50  

04

Φ=870 W

22INT/600

[800 mm]
20 °C

2,50  

04

Φ=880 W

22INT/600

[800 mm]
20 °C

2,50  

16 x 2,016 x 2,016 x 2,016 x 2,016 x 2,016 x 2,016 x 2,016 x 2,016 x 2,016 x 2,0

SG-2

01

Φ=1312 W

33INT/600

[800 mm]
20 °C

4,50  

03

Φ=385 W

22INT/600

[400 mm]
20 °C

1,00  

02

Φ=392 W

22INT/600

[400 mm]
20 °C

1,00  

01

Φ=1341 W

22INT/600

[1200 mm]
20 °C

4,50  

08

Φ=429 W

21INT/600

[520 mm]
20 °C

1,00  

09

Φ=489 W

11INT/600

[800 mm]
20 °C

1,00  

16 x 2,016 x 2,016 x 2,016 x 2,016 x 2,016 x 2,0

SG-1

16,0 kPa

1326,6 kg/h

17,34 kW - cz. nowa

CO1

26 x 3,026 x 3,0

26 x 3,0

20 x 2,0

32 x 3,0

32 x 3,0

16

Φ=762 W

22INT/500

[720 mm]
20 °C

15

Φ=690 W

22INT/500

[720 mm]
20 °C

1,50  

15

Φ=688 W

22INT/500

[720 mm]
20 °C

1,50  

14

Φ=888 W

22INT/900

[520 mm]
20 °C

2,50  

11

Φ=915 W

22INT/600

[800 mm]
20 °C

3,50  

12

Φ=901 W

22INT/600

[800 mm]
20 °C

3,00  

10

Φ=1307 W

22INT/600

[1120 mm]
20 °C

4,50  

17

Φ=2142 W

33INT/500

[1400 mm]
20 °C

17

Φ=2118 W

33INT/500

[1400 mm]
20 °C

18

Φ=3671 W

33INT/500

[2300 mm]
20 °C

Φwym=620 W Φwym=2175 W Φwym=600 W Φwym=840 W Φwym=840 W Φwym=840 W Φwym=840 WΦwym=2175 W Φwym=2175 W Φwym=2175 W

Φwym=1240 W Φwym=380 W Φwym=380 W Φwym=1240 W Φwym=380 W Φwym=440 W

Φwym=615 W Φwym=615 W Φwym=865 W Φwym=870 W

16 x 2,0 16 x 2,0 16 x 2,0

Φwym=845 W Φwym=1230 W

13,52 kW - cz. stara

Stromax GM-BS  
DN25, Q=746 kg/h


